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SUPERSONIC INVESTIGATION OF EFFECTS OF CONFIGURATION 


GEOMETRY ON PRESSURE-COEFFICIENT AND SECTION 


NORMAL-FORCE-COEFFICIENT DISTRIBUTIONS 


FOR A TWO-STAGE LAUNCH VEHICLE 


By James  A. Blackwell, Jr. 
Langley Research Center 

SUMMARY 

A wind-tunnel investigation was conducted over a Mach number range from 1.60 to  
2.86 to determine the pressure-coefficient and section normal-force-coefficient distribu­
tions for a two-stage launch vehicle with variations in nose-cone angle and bluntness, 
upper-stage fineness ratio, and transition-flare angle. The Reynolds number of the 
investigation w a s  2.50 X 106 per foot (8.20 x 106 per meter), and the angle of attack varied 
generally f rom about -60 to 60 in 30 increments. The results of the investigation indicate 
that increasing the nose-cone angle resulted in increases in the positive pressure coeffi­
cients and in the positive section normal-force coefficients over the nose cone. Varia­
tions in the pressure -coef f icient and section normal -f orce-coeff icient distributions 
resulting f rom variations in the nose-cone angle were generally restricted to  the nose 
cone and to  a region within about two upper-stage diameters downstream of the nose­
cone-upper-stage juncture. The effects of blunting the nose cone on the pressure-
coefficient and section normal-f orce-coefficient distributions appear to be generally 
restricted to the blunted region of the nose cone. The variations in pressure-coefficient 
and section normal-force-coefficient distributions resulting from varying the upper-stage 
fineness ratio are generally confined to the upper stage and the forward portion of the 
transition flare. Increases in the transition-flare angle a r e  accompanied by increases 
in the positive pressure coefficients and in the positive section normal-force coefficients 
over the transition flare. For  an increase in Mach number the positive pressure coeffi­
cients over the nose cones and transition f la res  decrease, the negative pressure coeffi­
cients over the upper stage decrease, and the pressure-coefficient distributions become 
flat. Variation of Mach number does not appreciably affect the section normal-force 
loadings over the nose cones; however, the positive section normal-force coefficients on 
the upper stage and transition f l a r e  are generally reduced as Mach number is increased. 



INTRODUCTION 

In the structural design of launch-vehicle systems, several  factors concerning the 
aerodynamic forces  or loads that the vehicle experiences during its flight must be con­
sidered. One factor is the static-pressure-coeff icient distribution on the launch vehicle, 
which must be known to determine the optimum positions for  vent locations for  the launch-
vehicle inner compartments in order to prevent local rupture. The maximum pressure 
differential producing rupture may occur at supersonic Mach numbers or at transonic 
Mach numbers, depending on the venting arrangements. A second factor that must be 
considered in the structural design of launch vehicles is the section normal-force­
coefficient distribution over the launch vehicle. These forces  must be known to design 
the  launch-vehicle structure adequately to withstand the aerodynamic forces  and moments 
experienced by the vehicle. The maximum aerodynamic bending and shear loads experi­
enced by the launch vehicle generally occur for the condition of maximum dynamic pres­
sure ,  which f o r  most trajectories occurs in the supersonic speed range. 

As part of a general program to determine the static aerodynamic characteristics 
of simulated launch vehicles, the present investigation was undertaken to determine the 
effect of variations in nose-cone angle and nose-cone bluntness, upper-stage fineness 
ratio, and transition-f lare angle on the supersonic pressure-coefficient and section 
normal-force-coefficient distributions for  a two-stage launch vehicle. Results indicating 
the effect of systematic variations in launch-vehicle geometry on the transonic pressure-
coefficient and section normal-force-coeff icient distributions a r e  presented in refer­
ences 1and 2 fo r  the same configurations used in this investigation. 

The investigation was conducted in the Langley Unitary Plan wind tunnel over a 
Mach number range from 1.60 to 2.86. The Reynolds number of the investigation was  
2.50 X 106 per foot (8.20 X 106 per meter). The angle of attack varied generally from 
about -60 to 6O in 30 increments. 

SYMBOLS 

The units used fo r  the physical quantities defined in this paper a r e  given in both 
U.S. Customary Units and in the International System of Units (SI). The SI Units a r e  in 
parentheses. Factors relating the two systems are given in reference 3. 

Coefficients and symbols used in this paper a r e  defined as follows: 

P - P, 
CP 

pressure coefficient, -
q, 
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PKl 

qKl 

r 

R 

X 
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01 


6N 

6F 


1 
body-section normal-force coefficient, 

0 (CP,l - Cp,u) d k )  

local diameter, in. (cm) 

Mach number 

local static pressure,  psf (kN/m2) 

free-stream static pressure,  psf (kN/m2) 

free-stream dynamic pressure,  psf (kN/m2) 

local radius, in. (cm) 

Reynolds number per  unit length, ft" (m-l) 

model station, measured from a point located 50 in. (127 cm) forward of 
model base, in. (cm) 

lateral distance, measured from center line of model, in. (cm) 

nominal angle of attack of model center line (does not include corrections 
for  deflection of model and support system due to load), deg 

nose-cone half-angle, deg 

transition-flare half-angle, deg 

orifice-row meridian angle, positive measured counterclockwise from 
vertical as viewed from front, deg (see fig. 1) 

Subscripts : 

I lower 

max maximum 

U upper 
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APPARATUS AND MODEL 


Apparatus 

The investigation ;was conducted in the low supersonic speed test section of the 
Langley Unitary Plan wind tunnel. The test section is 4 feet (122 cm) square and 
approximately 7 feet (213 cm) in length. The nozzle leading to the test  section is of the 
asymmetric sliding block type, which allows the Mach number to be varied continuously 
through a range from 1.5 to  2.86. Further details of the wind tunnel may be found in 
reference 4. 

Model surface pressures were measured by using six automatic scanning units 
which incorporate strain-gage-type pressure transducers of various pressure ranges to 
permit attainment of maximum accuracy. 

Model 

General dimensions of the model and of associated interchangeable components a r e  
presented in figure 1. For this investigation, the model components of figure 1were 
arranged in 10 configurations which a r e  described in figure 2 and table 1. The configura­
tions tested in this investigation were identical to those reported in reference 1, and the 
same configuration nomenclature is used. As a result, the configuration numbers do not 
always follow an orderly progression as far as model geometric variations are concerned. 

Model pressure orifices were generally installed along four longitudinal rows which 
were located at meridian angles @ (positive measured counterclockwise from the verti­
cal as viewed from the front) of Oo, -30°, -60°, and -goo, respectively. (See fig. 1.) The 
two configurations utilizing blunted conical noses (6 and 7) had a single, closely spaced 
orifice row (@= Oo) on the nose portion and four rows rearward from the nose-cone­
upper-stage juncture. All longitudinal orifice positions a r e  referenced to model station 0. 
(See fig. 2.) 

TESTS AND PROCEDURES 

The test conditions a r e  summarized in the following table: 

m2.00 8 592 . 28.38 2.50 X 106 8.20 X 106 
2.50 8.20 

2.36 560 26.8 2.50 8.20 
2.86 492 23.5 2.50 8.20 
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Results were obtained for  the model upright and for the model rolled 15O clockwise, 
as viewed from the front, over an angle-of-attack range from -6O to 6O. Through the 
proper combination of data from various test conditions, it was  possible to simulate the 
pressure distribution around the launch vehicle at angles of attack of 3 O  and 6O. These 
results were then machine integrated in order to obtain the launch-vehicle section 
normal-f orce coefficients. 

The investigation was  conducted with boundary-layer transition fixed by means of 
a circumferential transition s t r ip  located at the nose-cone-upper-stage corner. The 
transition s t r ip  was 0.100 inch (0.254 cm) wide and was  composed of No. 60 carborundum 
grains set in a plastic adhesive. 

CORRECTIONS AND ACCURACY 

Angles of attack not corrected for  deflection of the model and support system under 
load are referred to as nominal angles of attack. The nominal angles of attack, however, 
have been corrected for  tunnel airflow angularity. The accuracy of the nominal angles 
of attack presented herein, not including the uncertainty due to model and support deflec­
tion, is estimated to be *0.lo. Since the true angle of attack is the nominal angle of 
attack plus the correction for deflection of the model and support system under load, an 
approximation of the model deflection under load has been made from results obtained 
from static loadings of the test model and support system. Results of the static loadings 
a r e  shown in figure 3 for loads applied at three model stations. Based upon normal-
force and center-of-pressure results for similar configurations (ref. 5) and results of 
the static loadings from figure 3, an additional deflection (in the direction of the resultant 
normal force) of less  than 0.150 would be expected for the maximum-loading condition 
of the present investigation. 

At supersonic speeds, the experimental results a r e  affected by boundary-ref lected 
disturbances produced by the model; these disturbances occur at Mach numbers from 
slightly over 1.0 to those at which the disturbances a re  reflected downstream of the 
model base. For the present investigation, the results for the following model stations 
are affected by boundary-reflected disturbances: 
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.111I I I 1111 11.111111 I I 111I,,,11.1- I,.. -1.11,..., 

I 
Configuration M a,degI­

1 1.60 6 

1.60 -6 


~ 

1.60 6 36 to 50 91.4 to 127.0 
2 1.60 -6 42 to 50 106.7 to 127.0 

1.60 3 48 to 50 121.9 to  127.0 

1.60 6 
1.60 -6 
1.60 3 


3 through 10 1.60 -3 

6
I ;:E -6I 2.36 6 

A consideration of factors affecting the results of this investigation has indicated 
general inaccuracies in pressure coefficient to be of the order of *0.01. However, in 
model regions of extremely varying pressures or for conditions where pressures are 
noticeably sensitive to small Mach number changes, greater inaccuracies may be 
expected. Local deviations from the quoted free-stream Mach numbers did not exceed 
*0.015. 


RESULTS 

Results of this investigation were obtained in the form of pressure coefficients and 
sectional normal-force coefficients. Complete tabulations of the pressure coefficients 
and the section normal-force coefficients are too voluminous to be of general interest and 
are presented separately in a "Supplement to NASA TN D-3408,1966" that may be 
obtained upon request.l 

Representative data have been selected for  presentation herein (figs. 4 to 11) and are  
plotted to show general effects of the configuration variables on the pressure coefficients 
and section normal-force coefficients (multiplied by a diameter ratio) at various angles of 
attack and Mach numbers. Schlieren photographs of similar models without pressure ori­
f ices  are provided in figure 12 to indicate the effect of varying transition-flare angle. 

lAddress requests to Full-Scale Research Division, NASA Langley Research Center, 
Langley Station, Hampton, Va. 23365. 
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DISCUSSION 

Pressure-Coefficient Distributions 

In general, an overall change is noted in the shape of the pressure-coefficient dis­
tribution over the launch vehicle as the Mach number is increased. At transonic speeds 
(ref. 1) and at low supersonic speeds (e.g., M = 1.60, fig. 4) there a re  noticeable pres­
sure  recoveries associated with the pressure-coefficient peaks over the upper stage and 

transition flare. As the speed is increased to high supersonic Mach numbers (e.g., 
M = 2.86, fig. 4), the pressure-coefficient distributions tend to become flat, and the 
pressure-coefficient peaks resulting from the expansion and compression corners 
disappear. 

Effect of nose-cone angle.- The effects of increasing nose-cone angle on the 
pressure-coefficient distributions a r e  presented in figure 4. These results show that an 
increase in nose-cone angle results in an increase in the positive pressure coefficients 
over the nose cone. In addition, an increase in nose-cone angle increases the negative 
pressure coefficients at and just rearward of the nose-cone-upper-stage juncture at Mach 
numbers 1.60 and 2.00. At Mach numbers 2.36 and 2.86, a change in the nose-cone angle 
has only a slight effect on the pressure coefficients at and rearward of the nose-cone­
upper-stage juncture, which indicates to what extent the downstream influence resulting 
from varying the nose-cone angle decreases with increase in Mach number. This effect 
is probably slight because the peak negative pressure coefficient at the nose-cone-upper­
stage juncture is a function of the vacuum pressure coefficient (pressure coefficient cor­
responding to an absolute local pressure of zero) which decreases with increase in Mach 
number. For instance, the vacuum pressure coefficient at Mach number 1.6 is approxi­
mately -0.558 and at Mach number 2.86 is approximately -0.174. It is also interesting to  
note that the carryover effect from varying the nose-cone angle on the pressure coeffi­
cients of the upper stage extends only approximately 2 upper-stage diameters rearward 
of the nose-cone-upper-stage juncture. The effect of increasing Mach number at  super­
sonic speeds on the pressure coefficients over the nose cone is to decrease the values of 
the positive pressure coefficients. This trend is in agreement with that predicted by 
theory for  cones as presented in reference 6. At transonic speeds reference 1 shows 
that, as the Mach number is increased transonically until the shock wave attaches to the 
nose, the positive pressure coefficients over the nose cone increase, which is opposite to  
the trend noted herein for  an increase in supersonic Mach number. 

The effects of angle of attack on the pressure coefficients over the nose cone can be 
seen by comparing figures 4(a), 4(b), and 4(e) for  a representative orifice-row-orientation 
angle of Oo. These results indicate that as the angle of attack is increased from -6' to 6O 
the positive pressure coefficients at @ = 0' generally decrease. The variation in 
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pressure coefficient over the nose cone due to angle of attack is generally larger for ori­
fices that are windward than for orifices that are on the leeward side of the nose cone. 

Effect of nose bluntness.- Results showing the effects of blunting the forward portion 
of the 22.5O half-angle nose cone a r e  presented in figure 5. The main effects of blunting 
the nose appear to  be highly localized; they a r e  generally restricted to  the blunted region 
of the nose cone. 

Effect of upper-stage fineness ratio.- The effects of variations in upper-stage fine--

ness ratio on the launch-vehicle pressure-coefficient distribution are presented in fig­
ure  6. These results indicate that the main effects of varying the upper-stage fineness 
ratio are confined to the upper stage and the forward portion of the transition flare. For 
the lowest upper-stage fineness ratio (1.42) the compression wave (which causes an 
increase in positive pressure coefficient) at the upper-stage-transition-flare juncture 
seems somewhat attenuated. This attenuation probably develops because the low-
pressure region resulting from the nose cone interferes with the pressure field over the 
transition flare. 

The effects of angle of attack on the pressure coefficients on the upper stage can be 
seen by comparing figures 6(a), 6(b), and 6(c) for @ = Oo. The results indicate that the 
general effect of increasing the angle of attack at @ = Oo is to increase the negative 
pressure coefficients over the upper stage. However, at a Mach number of 1.60, the pres­
sure  coefficients at @ = Oo on the upper stage (from approximately 1.5 upper-stage diam­
eters rearward of the nose-cone -upper -stage juncture to the upper -stage-transition­
flare juncture) tend to increase positively with increase in angle of attack. This effect is 
more pronounced for the largest upper-stage fineness ratio (4.85). This result can also 
be found at transonic Mach numbers. (See refs. 1and 7.) 

The effect of increasing Mach number (fig. 6) is generally to decrease the negative 
pressure coefficients over the upper stage. 

Effect of transition-flare angle.- Pressure-coefficient results obtained for  various 
transition-flare angles are shown in figure 7. Increases in transition-flare angle gen­
erally result in increases in the positive pressure coefficients over the transition flare 
f o r  all test Mach numbers. Variations in the negative pressure coefficients at knd just 
rearward of the transition-flare-main-stage corner due to increases in the transition-
f l a re  angle generally follow trends similar to those which were shown previously for  var­
iations in nose-cone angle. The carryover effect f rom varying the transition-flare angle 
on the pressure coefficients of the main stage extends approximately 1.75 main-stage 
diameters rearward of the transition-flare-main-stage juncture. It is interesting to 
note that this carryover effect is most noticeable at the sonic (ref. 1) and low supersonic 
Mach numbers (M = 1.6 and M = 2.0). The effects on the pressure-coefficient distribu­
tion forward of the transition flare due to changes in the flare angle can be seen to vary 
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widely. For the 50 transition flare (configuration 3) and for  the 150 transition flare (con­
figuration 8), no effects on the upper-stage-pressure-coefficient distribution forward of 
the transition flare are noticed. However, for  the 10.10 transition flare a compression is 
seen to occur from approximately 11to 2 upper-stage diameters forward of the transition

2 
flare. Schlieren photographs taken of similar models with no pressure orifices are pre­
sented in figure 12 for  the various flare angles. From the schlieren photographs for  the 
10.1' flare (configuration 10) and the data for  all roll angles, no reason is apparent for  
the compression forward of the transition flare (fig. 7). The 300 transition flare (config­
uration 9) affects the upper-stage-pressure-coefficient distribution approximately 0.75 
upper-stage diameter forward of the transition flare. This effect is a result of flow 
separation forward of the 30° transition flare. (See schlieren photographs in fig. 12.) 

For an increase in angle of attack at Q, = Oo or Mach number (fig. 7)the positive 
pressure coefficients over the transition flare generally decrease, which is a similar 
result to that obtained for variations of the pressure coefficients over the nose cone with 
Mach number and angle of attack. 

Section Normal-Force -Coeff icient Distributions 

Effect of nose-cone angle.- The effects of nose-cone angle on the launch-vehicle 
-. -

section normal-force coefficients a r e  shown in figure 8.  These results indicate that, 
generally, effects of variations in nose-cone angle on the section normal-force coeffi­
cients a r e  restricted to  the nose cone and to a region within about 2 upper-stage diam­
e ters  downstream of the nose-cone-upper-stage juncture. The results tend to indicate 
a nearly linear increase in loading with increasing distance rearward from the apex of 
the nose cone for configurations 4 and 5. This linearity is as would be expected, since 
theory (ref. 8)  for slightly yawed cones predicts a constant pressure coefficient over the 
nose cone in the x-direction for a constant meridian angle I$ and these coefficients, 
when integrated and multiplied by D/Dmax, yield a linear increase in section loads. 
Sufficient orifices w e r e  not available near the nose-cone apex to indicate this effect for 
configuration 3. The results also show that the maximum nose-cone section normal-
force coefficients, which occur just forward of the nose-cone base, increase slightly with 
increasing nose angle. At the nose-cone-upper-stage juncture for  some of the nose 
cones an abrupt decrease in loading occurs. These negative loadings result because the 
expansion occurring at the nose-cone-upper-stage juncture begins at different points on 
the upper and lower surfaces. (See figs. 4(b) and 4(c).) The positive section normal-
force loadings downstream of the nose-cone-upper-stage juncture are a result of the 
nose-cone carryover effect and tend to increase as nose-cone angle is increased. Varia­
tion of Mach number does not appreciably affect the section normal-force loadings over 
the nose cone; however, the carryover effect on the upper stage from the nose cone is 
generally reduced as Mach number is increased. 
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Effect of nose-cone bluntness.- The effects of variations in nose-cone bluntness on_ -

the section normal-force-coefficient distributions are shown in figure 9. It should be 
noted that because only a single orifice row was installed on the blunt-cone configurations, 
no section normal-force coefficients are available for the nose-cone portions of these 
configurations; that is, for  model stations upstream of x = 12.51 in. (31.78 cm). 

The main effects of nose-cone bluntness on the section normal-force coefficients 
presented in figure 9 appear to be restricted to the blunted region of the nose cone, 
since generally negligible effects are indicated downstream of the nose cone. 

Effect of upper-stage fineness ratio.- In figure 10, results a r e  presented showing__  
.. - -. ~ 

the effects of varying upper-stage fineness ratio on the section normal-force-coefficient 
distributions. Examination of these results indicates that the section normal-f orce coef ­
ficients over the nose cone, the upper stage just rearward of the nose-cone-upper-stage 
juncture, and aft of the transition flare are only slightly affected as the upper-stage fine­
ness ratio is reduced from 4.85 to 1.42. Notable variations in loading do occur, however, 
over the upper stage just ahead of the transition f lare  and over the transition f la re  as the 
upper-stage fineness ratio is reduced. In particular, significant positive increases in 
loading occur over the transition f lare  at Mach numbers 2.00 to 2.86 as the upper-stage 
fineness ratio is reduced from 2.99 to 1.42. This increase is quite interesting, since 
from reference 2 it can be seen that reducing the upper-stage fineness ratio tends to 
reduce the positive section normal-force coefficients over the transition flare at Mach 
numbers of 1.0 and 1.2. It should be noted that the errat ic  variations in the results over 
the main stage shown in figure 1O(b)for  M = 1.60 are caused in this vicinity by shock 
waves reflecting from the wind-tunnel walls, as w a s  noted in the section entitled "Cor­
rections and Accuracy." 

For configuration 3 at a Mach number of 1.60 the section normal-force coefficients 
over the rearward portion of the upper stage can be seen to be substantially negative 
(fig. 10). This trend is a result of the positive pressure coefficients on the upper surface 
increasing in this vicinity with increasing angle of attack, as was noted previously, 

Effect of transition-flare angle.- In figure 11, the effects of varying the transition-
f lare  half-angle on the distributed section normal-f orce coefficients a r e  presented. For 
the Mach numbers and angles of attack of this investigation, notable positive section 
normal-force coefficients are developed over the transition flares. From figure 11, it 
can be seen that increases in transition-flare angle generally a r e  accompanied by 
increases in the transition-flare positive section normal-force coefficients. For the 300 
transition-flare configuration, sizable negative section normal-f orce coefficients occur 
immediately upstream of the transition-flare-upper-stage juncture as a result of the 
local separation. The positive section normal-force coefficients over the main-stage 
cylinder following the transition f la res  a r e  a result of the transition-flare load carryover 

10 



- . . .. ... ~ .. . . . .. .. . . ... . .__....... .. , 

and are only slightly affected by variation in transition-flare angle. Increasing the Mach 
number generally tends to  reduce the positive section normal-force coefficients over the 
transition flare. 

CONCLUDING REMARKS 

A wind-tunnel investigation has been conducted at supersonic speeds to determine 
the static-pressure-coefficient and section normal-force-coefficient distributions on 
simulated two-stage launch vehicles. The results of the investigation indicate the 
following: 

1. Increasing the nose-cone angle resulted in increases in the positive pressure 
coefficients and increases in the positive section normal-f orce coefficients over the nose 
cone. Variations in the pressure-coefficient and section normal-force-coefficient dis­
tributions resulting from variations in the nose-cone angle were generally restricted to 
the nose cone and to a region within about 2 upper-stage diameters downstream of the 
nose -cone-upper -stage juncture. 

2. The effects of blunting the nose cone on the pressure-coefficient and section 
normal-force-coefficient distributions appear to  be generally restricted to the blunted 
region of the nose cone. 

3. The effects of varying the upper-stage fineness ratio on the pressure-coefficient 
and section normal-force-coefficient distributions are generally confined to the upper 
stage and the forward portion of the transition flare. 

4. Increases in the transition-flare angle generally are accompanied by increases 
in the positive pressure coefficients and increases in the positive section normal-force 
coefficients over the transition flare.  

5. For an increase in Mach number, the positive pressure coefficients over the nose 
cones and transition f la res  decrease, the negative pressure coefficients over the upper 
stage decrease, and the pressure-coefficient distributions become flat. Variation of Mach 
number does not appreciably affect the section normal-force loadings over the nose 
cones; however, the positive section normal-force coefficients on the upper stage and 
transition f lare  a r e  generally reduced as Mach number is increased. 

Langley Research Center, 
National Aeronautics and Space Administration, 

Langley Station, Hampton, Va., March 30, 1966. 
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1 
2 
3 
4 
5 
6 
7 
8 
9 

10 

'I'ABLH 1.-

Configuration 6N,degnumber 

22.5 
22.5 
22.5 
15.3 
30.0 

122.5 
222.5 
22.5 
22.5 
22.5 

M O U E  L CUN F ' l t i U  JXA'I'LUN Y 

Upper-stage
fineness ratio 

1.42 
2.99 
4.85 
4.85 
4.85 
4.85 
4.85 
6.50 
6.49 
5.79 

- .  

5.0 
5.0 
5.0 
5.0 
5.0 
5.0 
5.0 

15.0 
30.0 
10.1 

Main- stage
fineness ratio 

V 

lBlunted; ratio of cap radius to cone base radius, 0.3. 

2Blunted; ratio of cap radius to cone base radius, 0.6. 
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Var i able 

I 

- - - - ­
! lf 

3.95 
(10.03) 2.17 5.31 - 3.10 

Figure 1.- Details of models. Dimensions in parentheses are in  centimeters; a l l  other dimensions in inches unless otherwise specified. 



Configuration 


4 

3 


5 


6 

a d .  

( 
9 .89 

(25.12) 


2 

Rad.  = O .  65 ~ 
17 

(1.65) I 
(25.12) 


12:51 23.04 28.35 50:OO 
M o d e l  station (31.78) (58.52) (72.01) (1 27.00) 

(a) Nose-cone variations. 

Figure 2.- Model configurations. Model stations in parentheses are in centimeters; al l  other model stations in inches. 
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13.93 
(35.38) I 

16.55 
(42.04) 

2.17 
(5.51) 

t 
12.51 
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__  

- 

2 2 . 5  


I I 
17.33 
(44.02) I I I 

19.95 
(50.67) 

I 

__
13.93 
(35.38) I 

16.55 
(42.04) 

2.17 
(5.51) ­

t 
12.51 

(31.78) 


23.04 

(58.52) 
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